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B-HYGIENIC RENOCEMPANEL

FRP CHARACTERISTICS

TECHNICAL INFORATION

- Food safe (HACCP, EU, BRC, FDA, USDA, ...)
- Economical (less cleaning product is needed)
- Chemically resistant (e.g. blood, acids, brine, milk, ...)
- Water- and dirt resistant and anti-fungal
- High impact- and scratch proof
- Anti-static
- Easily and simply cleanable
- Quick and easy to install (modular system)
- Suitable for heated and cooled spaces
- Fire retardant (optional, standard Euroclass E)
- Anti-graffiti (ideal for public spaces)
- Does’t discolour and assumes no odors
- Non corrosive
- Easy reparable
- Available in all RAL colours (standard RAL 9010 = hygienic white)

IDEAL FOR BOTH NEW ESTATE AND RENOVATION!

Dimensions:

Length tolerance:
Weight / m2:

Polyester thickness:
Core thickness:
Core composition:
Surface finish:

Standard colour:
Fireretardant:

2,6 m x 1,2 m (3,12 m2)
3 m x 1,2 m (3,6 m2)
0+2 cm
11.5 kg (± 8 mm)
15,7 kg (± 11 mm)
1,5 -  2 or 2,3 mm (1 or 3 mm on demand)
9 mm (6 or 12 mm on demand)
Cement based support (better alternative to plasterboard)
Embossed or smooth (extra smooth or smooth matt
on demand)
White RAL 9010 (other colours on demand)
Core: - Euroclass A2-s1-d0
FRP: - Standard Euroclass E
 - Optional Euroclass C-s3,d0
 - Optional Euroclass B-s2,d0

Hard Fix Glue or cement glue

RenoCemPanel (± 11 mm)

Omega profile (2 pieces)

White sanitary silicones

Renocempanel (± 11 mm) with omega profile Renocempanel (± 11 mm) with HygiSeal

Hard Fix Glue or cement glue

Renocempanel (± 8 mm)

B-Hygienic HygiSeal
Seamless connection

CORE CHARACTERISTICS

Advantages:
- Water resistant and waterproof (NBN 492)
- Vapour permeable
- High strength and good resistance to accidental shocks
- Contribution to the stiffness of structures
- Fire-safe (no fire ignition, no spread of fire)
- Resistant to extreme temperatures
- Sound isolating
- Resistant to many living organisms (fungi, bacteria, insects, vermin, etc.)
- Resistant to many chemicals
- Environmentally friendly, no harmful gas emissions

PROCESSING OF THE PRODUCT
Edit with:
- A circular saw with carbon teeth (1000 r / min)
- A special circular diamand saw with 4, 6 or 8 teeth

PRODUCT DESCRIPTION
The B-Hygienic RenoCemPanel is a glass fiber reinforced composite polyester sheet, opaque, 
available with a smooth or embossed surface, glued to a cement based panel with thickness 6, 
9 or 12 mm. B-Hygienic RenoCemPanel is perfect to renovate your walls in poor condition or 
for rooms where a high fire resistance is required. B-Hygienic RenoCemPanel can be used as 
a solid firewall.
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CONSUMPTION
- Hard Fix Glue / m2
- White silicone / m2
- HygiSeal / m

600 ml
150 ml
40 - 50 ml


